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MUTING OF AUDIO 
INPUT IN RESPONSE 
TO HANDSET BEING 
REMOVED AND 
UNMUTTNG OF AUDIO 
INPUT IN RESPONSE 
TO HOOKSWrrCH 
BEING RELEASED 
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Fig. 3 



PROVIDE A TELEPHONE 
APPARATUS HAVING A FIRST 
AUDIO INPUT DEVICE. A 
SECOND AUDIO INPUT DEVICE. 

A FIRST AUDIO OUTPUT 
DEVICE AND A SECOND AUDIO 
OUTPUT DEVICE 
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COUPLE THE FIRST AUDIO 
INPUT DEVICE AND THE FIRST 
AUDIO OUTPUT DEVICE TO A 
FIRST TELEPHONE LINE 



202 



PROVIDE A FIRST CALL USING 

THE FIRST AUDIO INPUT 
DEVICE AND THE FIRST AUDIO 
OUTPUT DEVICE 
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RECEIVE A FIRST SIGNAL 
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MODIFY THE COUPLING BETWEEN 
THE FIRST AUDIO INPUT DEVICE 
AND THE FIRST TELEPHONE LINE 
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TRIGGER A SECOND. 
ON-DEMAND TELEPHONE LINE 



/ 



212 



COUPLE THE SECOND AUDIO 
INPUT DEVICE AND THE SECOND 
AUDIO OUTPUT DEVICE TO THE 

SECOND TELEPHONE LINE 
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PROVIDE DIAL TONE FROM THE 
SECOND TELEPHONE LINE 
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PROVIDE THE SECOND CALL 
USING THE SECOND AUDIO 
INPUT DEVICE AND THE SECOND 
AUDIO OUTPUT DEVICE 
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MONITOR THE FIRST CALL 
USING THE FIRST AUDIO 
OUTPUT DEVICE 
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RECEIVE A SECOND SIGNAL 
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TERMINATE THE 


SECOND CALL 
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UNCOUPLE THE SECOND AUDIO 
INPUT DEVICE AND THE SECOND 
AUDIO OUTPUT DEVICE FROM 
THE SECOND TELEPHONE LINE 
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MODIFY THE COUPLING BETWEEN 
THE FIRST AUDIO INPUT DEVICE 
AND THE FIRST TELEPHONE LINE 
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RETURN TO PROVIDE THE FIRST 
CALL USING THE FIRST AUDIO 
INPUT DEVICE AND THE FIRST 
AUDIO OUTPUT DEVICE 
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UNMUTING OF AUDIO 
INPUT IN RESPONSE 
TO HANDSET BEING 
REPLACED AND 
UNMUHNG OF AUDIO 
INPUT IN RESPONSE 
TO HOOKSWITCH 
BEING DEPRESSED 
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